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Top End Repressurization—
ensuring uninterrupted 
compressed air at all times

Electronic display 
providing high visibility
LED indication with an
audible internal alarm

Alarm reset facility to 
cancel the audible alarm
for 24 hours while
replacement components
are sourced

Integral high efficiency filter

Corrosion protection by 
Alocrom and epoxy painting

One Desiccant/Filter Cartridge
per column contains desiccant
and particulate
filter

Patented high tensile
extruded aluminum column
with twin dryer chambers

Positive removal of prefilter 
condensate by piping away 
for remote collection

Easy access to electronic 
control box for main connection

ISO7000 inlet and outlet
symbols cast into the top
cover ensure correct
piping installation

Sullair SMC Dryer Features



10

Sullair SMC Dryer Benefits

• Point of Use Application
Bringing clean dry air just where you need it

• Approved for International Standards
Designed in accordance with ASME VII Div. 1, approved
to CSA/UL/CRN and fully CE marked (PED, EMC, LVD) as
standard

• Simple to Install
Flexible installation using the multiple in-line inlet and
outlet connection ports

• Compact and Lightweight
Can be floor, bench or wall/canopy mounted

• Very Quiet Operation
Noise level less than 75DBA

• Install Almost Anywhere
IP66/NEMA 4 protection is standard

• Audible Alarm
Indicating service interval for optimal performance

• Easy to Maintain
Full operational service can be achieved in less than
15 minutes due to the quick release top cap arrangement,
which does not require the inlet/outlet ports to be
disconnected as with traditional systems

The Sullair SMC dry air system is the reliable, cost 
effective and flexible way to provide clean, dry air  
exactly where you need it.

• For quieter operation, the regeneration exhaust air 
can be piped away.

• Remote indication provides a warning of the dryer’s 
need for servicing. (Audible alarm included.)

• A 45 ° tilt wall mounting kit is also available for 
vertically securing the dryer to the wall, canopy or 
inside a product where access to the top of the dryer
is restricted.

• In conditions of limited access, the electronic 
control box (base) can be detached and relocated
remotely from the dryer.

• -100 °F (-70 °C) ISO 8573.1 Class 1.1.1. is available 
for extreme dry air requirements.

Electronic control box can be 
remotely located.

Tilt mounting kit facilitates easy
cartridge replacement in
restricted access applications.

Seven SMC models available.

Options
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Specifications

Minimum Inlet Pressure Maximum Inlet Temperature
psi g bar g 95 (35) 104 (40) 113 (35) 122 (50)

58 4 .63 .61 .55 .46
73 5 .75 .73 .66 .55
87 6 .88 .85 .77 .64
102 7 1.00 .97 .88 .73
116 8 .97 .94 .85 .71
131 9 1.08 1.05 .95 .79
145 10 1.18 1.14 1.04 .86
160 11 1.29 1.25 1.14 .94
174 12 1.40 1.36 1.23 1.02

Pressure Correction Factor:

• Maximum operating pressure 174 psig
• Minimum operating pressure 58 psig
• Maximum operating temperature 122°F
• Minimum operating temperature 35°F

SM-24 to SM-88 • Maximum operating pressure 232 psig*
SM-106 to SM-175 • Maximum operating pressure 152 psig
SM-230 to SM-1200 • Maximum operating pressure 190 psig

All models • Minimum operating pressure 58 psig
• Maximum operating temperature 122°F
• Minimum operating temperature 35°F

*With pneumatic controls maximum operating pressure 152 psig

SM Modular Regenerative Dryers

SMC Air Dryers

NOTES 1 Maximum rated inlet flow at 95°F and 102 psig.
2 Filters are sold separately.
3 Weights and dimensions are approximate.  
Contact Sullair for drawings.

Model Max Inlet Inlet/Outlet Required Dimensions3 Total Standard
Flow Connection Pre and Height Width Depth Weight3 Voltage

SCFM1 After Filter2 (in) (in) (in) 
SM-24 24 3/4" NPT SCH/SCR-40 33 12 12 70 115/1/60
SM-32 32 3/4" NPT SCH/SCR-40 40 12 12 81 115/1/60
SM-42 42 3/4" NPT SCH/SCR-40 46 12 12 92 115/1/60
SM-53 53 3/4" NPT SCH/SCR-65 53 12 12 103 115/1/60
SM-65 65 3/4" NPT SCH/SCR-65 59 12 12 114 115/1/60
SM-88 88 3/4" NPT SCH/SCR-125 69 12 12 132 115/1/60
SM-106 106 1" NPT SCH/SCR-125 57 9 23 176 115/1/60
SM-129 130 1" NPT SCH/SCR-125 63 9 23 198 115/1/60
SM-175 176 1" NPT SCH/SCR-235 73 9 23 229 115/1/60
SM-230 240 2" NPT SCH/SCR-465 65 22 35 800 115-230/1/50-60
SM-360 360 2" NPT SCH/SCR-465 65 22 35 1025 115-230/1/50-60
SM-450 450 2" NPT SCH/SCR-465 75 22 35 1140 115-230/1/50-60
SM-600 600 2" NPT SCH/SCR-700 75 22 41 1350 115-230/1/50-60
SM-750 750 3" NPT SCH/SCR-910 75 22 48 1515 115-230/1/50-60
SM-900 900 3" NPT SCH/SCR-910 75 22 54 1740 115-230/1/50-60
SM-1050 1050 3" NPT SCH/SCR-1315 75 22 61 2050 115-230/1/50-60
SM-1200 1200 3" NPT SCH/SCR-1315 75 22 68 2285 115-230/1/50-60

Model Capacity Air Dimensions Weight
@ 100 psig In/Out Height (in.) Width (in.) Depth (in.) (lbs.)

SMC-3 3 3/8” NPT 16.6 11.4 5.9 24.3
SMC-5 5 3/8” NPT 19.7 11.4 5.9 28.7
SMC-8 8 3/8” NPT 24.3 11.4 5.9 35.3
SMC-10 10 3/8” NPT 27.2 11.4 5.9 39.7
SMC-13 13 3/8” NPT 33.3 11.4 5.9 44.1
SMC-15 15 3/8” NPT 35.7 11.4 5.9 50.7
SMC-20 20 3/8” NPT 43.2 11.4 5.9 61.7



The paper used in printing this literature was manufactured using recycled fiber,
either pre-consumer or post-consumer waste, therefore less harmful to the 
environment because less virgin fiber is used, thereby reducing tree harvesting,
water usage, energy consumption, emission of greenhouse gases and pollution.
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For more information on Sullair products and services,
please contact your local Sullair distributor.

 

Sullair Air Quality Guarantees…

Two levels of air quality

Sullair recognizes that the
requirements for air quality vary
according to each compressed air
application. For this reason, Sullair
provides compressed air Systems that
achieve two distinct levels of air quality and
a guarantee for each.

The Sullair System.
The Sullair System matches a Sullair compressor, a
Sullair dryer and Sullair filters. Sullair assures that its System
will meet specific performance levels throughout its
operational life. We offer a one-year test/review period,
backed by a purchase refund guarantee, to verify the
performance of the Sullair System.

Select the System.
Select the air quality level to meet your plant air or process
requirements. You can be assured that the quality of air from
the Sullair System you specify will remain consistent for the
life of the equipment. Sullair guarantees it. And that’s as
good as gold.

The Sullair Oil-Free Air Quality Guarantee.
The System consists of a Sullair compressor, Sullair dryer,
and Sullair SCF and SCH or PF/PH filters. The compressed
air from this system contains particulates no larger than .01
micron, including coalesced liquid water and lubricants.

Maximum remaining oil aerosol content is 0.01 parts
per million by weight (ppm/w) @ 70°F, including oil
vapor. The air from this Sullair System meets the
most stringent ISO standard (ISO 8573.1, Class 1
for oil vapor and Class 2 for Particulate) for 

air quality.

The Sullair Critical Air Quality Guarantee.
The compressed air from this Sullair System exceeds the
ISO standard (ISO 8573.1, Class 1 for oil vapor and Class 2
for Particulate). The System includes a Sullair compressor,
Sullair dryer, and Sullair SCF, SCH, and SCC; or PF, PH, and
PC filters. The odor-free compressed air from this system
contains particulates no larger than 0.01 micron, including
water and oil aerosol content of 0.01 parts per million by
weight (ppm/w) @ 70°F. The remaining oil vapor content is less
than 0.003 ppm/w.

These Systems are not intended to remove carbon monoxide, methyl 
isocyanate or other noxious, corrosive or toxic gases, vapors or fumes. 
The system does not provide breathing air.


